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n Functional features n CARLY advantages

•	CARLYNET works against:
	 ➜	grease
	 ➜	oil
	 ➜	sticky residues
	 ➜	dust.
•	Keeping the heat exchangers clean assures a better efficiency 

and a maximum yield from cooling equipment.
•	Level of VOC (Volatil Organic Compounds): 93.5 %.  
•	Non-flammable propellant : CO2.
•	Recyclable steel casing.

•	CARLYNET is a powerful degreasing solvent for condensers.
•	It is without chlorides and fluorides.
•	It dries quickly.
•	It is non-aggressive for surfaces (steel, aluminium, copper, 

brass, plastic…..).
•	No rinsing required after application of the product.
• Deodorising product : Citrus fruits perfume.
•	Ready to use.
•	Recyclable steel casing.

n Applications

•	CARLYNET is a degreasing solvent, ready to use, formulated for 
the cold cleaning of air condensers.

• This product, which dissolves easily, works rapidly and eliminates 
dust, oil, grease, impurities and all other residues and deposits. 

•	Intended for professional use, CARLYNET helps maintain 
clean heat exchangers to ensure better reliability and maximum 
efficiency of refrigeration equipment.

CARLYNET is a solvent based condensing coil cleaner.  
Its high degreasing performance mean that is particularly appropriate for very 
greasy surfaces (kitchens, restaurants, canteens etc…..)

CARLYNET contains NEITHER Chlorides nor Fluorides.

Flexible extension tube
 for aerosol
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n Directions for use

n Precautions for use

n Technical features

•	Before spraying ensure that the equipment to be treated is switched off and unplugged.

• Shake the product well. Spray approximately 15cm. from the surfaces to be cleaned, keeping the aerosol vertical.

• Leave until the solvent has completely evaporated.

• Wipe any surplus off with a clean cloth if necessary.

• Repeat if required.

• Use the extension tube for any localised treatment.

Precautions of use - see the Safety  
Data Sheet
•	Extremely flammable aerosol.
•	Aerosol: Pressure container: may burst if 

heated.
•	Causes skin irritation.
•	May cause drowsiness or dizziness.
•	Toxic to aquatic life with long lasting 

effects.
•	Keep away from heat/sparks/open 

flames/hot surfaces - No smoking.
•	Do not spray on an open flame or other 

ignition source.

•	Pressurized container: Do not pierce or 
burn, even after use.

•	Do not breathe spray.
•	IF ON SKIN: Wash with plenty of soap 

and water.
•	Protect from sunlight. Do no expose to 

temperatures exceeding 50°C/122°F.
•	Do not swallow.

Storage conditions
•	Keep the product at temperatures 

between + 5°C and + 40°C.

Frequency of use
•	In order to obtain an efficient heat 

exchange, it is recommended to clean-
up the condensers on a monthly basis.

Waste treatment
•	Used aerosols must be disposed of in 

accordance with the current regulations 
for hazardous industrial waste.

•	Do not dispose into drains or the 
environment.

n Weights and packaging

CARLY references Volume  Litre Packaging

 CARLYNET 0,40 Aerosol

CARLY references Unit weight  kg Packaging unit

n Spare parts

CARLYNET CY 10207090  Flexible extension tube for aerosol L=60cm
CARLYNET CY 10207095 25 flexible extension tubes for aerosol L=60cm

CARLY references Spare parts Description




